
SPECIFICATION 

MODEL PMTU/2000/250/H              

GENERAL 

Centre Height mm 250 

Swing over table mm 450 

Outside grinding Dia. mm 300 

Admit between Centers mm 2000    

Max. Grinding Length mm 2000     

Max. weight carrying capacity (between Center) Kg. 280 

TABLE 

Max. Swivel of Table deg  ± 6° 

Speed Inf. Variable (Hydraulic traverse) m/min. 0.1   -   3.5 

Guideways coating 
Turcite –B slide way coated on both moveable slides to 

prevent stick slip motion. 

GRINDING WHEEL  - RAA60 J5 V223 MOS 1260 RPM  50 MM 

Diameter mm 500   

Width mm 75 

Bore mm 203.2   

Wheel Speed rpm 950 - 1400 

GRINDING WHEEL HEAD 

Grinding Wheel Head Bearings 

Wheel head Spindle made of alloy steel, specially 

heat treated, case carburizing, ground, lapped fitted 

with high precision clearance adjustable white 

metal bush bearings for higher load carrying 

capacity & excellent surface finish to the work piece. 

Manually in-feed resolution – Micro feed attachment mm 0.001 mm on radius 

Hydraulic Rapid Approach for Wheel Head Forward / 
Retraction 

mm 50  

WORK HEAD 

Bearings 
Heavy duty work head having high precision – 4 bearings 

in front, 4 bearings at rear. 

No. of Speeds  Infinitely Variable 

Speed Range rpm 20 - 200 

Swivel deg ± 45° 



Spindle Nose Taper MT 5 

Infinitely Variable Speed, 3 Phase VFD (Make: Delta) rpm 20 - 200 

TAIL STOCK – Manually Hand Wheel Operated 

Centre MT 5 

Quill Travel mm 25 

Max. Weight of Job between Centers with both end 
steady support 

Kg. 280     (approx.) 

MOTOR POWER 

Wheel Head hp 7.5 

Work Head hp 3 

Hydraulic Power Pack hp 1.5 

Coolant Pump hp 0.16 

 


